
GF600

PROJECTION

FRAC. DIM. ± 1/32

STD. TOLERANCES

W.P.S. 1-1-A-100
ANSI V14.5-1982

DIMS. IN INCHES
OTHERWISE SPEC.

.XXX ±.030
 .XX  ±.060
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CUSTOMER

MANNY MOLINA 05-01-04

-

- -

U-BOLT:  C1008 COLD DRAWN STEEL x .329 DIA.

MATERIAL:
-

*FINISH:
PER CUSTOMER REQUIRMENTS

 

-

N/A

www.ottawaproducts.com SCALE: NONE

6" H.D. Guillotine Saddle

3/8-16 Serrated Flange Nuts 

PART NO.QTYITEM

2

1
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SG600

SFN0038

1

1
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MATERIAL LIST
DESCRIPTION

*

*

*

FINISH

SADDLE - C1008 H.R.P.O. x 11 ga.

.80 1.50
THR'D.
LNTH.

7.44

Ø6.17

7.18

3

1

STIFFENING RIB

6.50

APPROX. WIEGHT: 1.35 lbs.

This print or drawing shall be used only with reference to contracts or proposals of 
Ottawa Products Co., Inc. This print or drawing shall not be copied for, reproduced for,
nor exibited to outside parties. This print or drawing and any and all copies thereof shall
be returned to Ottawa Products Co. upon request. Anything disclosed herein not publicly
available shall not be used without written permission of Ottawa Products Co.
Ottawa Products Co. reserves the right to change speci�cations and/or designs without
prior notice or obligation.

Ottawa Products Co.

3.89

Ø.329

2

.53 REF.

6" H.D. GUILLOTINE CLAMP

HFB600 H.D. FLAT U-BOLT - 3/8-16

WITH FLAT 3/8-16 U-BOLT

1602 S. North Curtice Rd.
Curtice, Oh. 43412

R.D. MILLER      06-01-04


